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Applications:

Flexible cable for sound reproduction and

electronics.

Characteristics:
Conductor:
Cond. Insulation:
Core colour:

O.F.C. red copper

PVC
Red

Shield: Spiral covering 100%
O.F.C. red copper
Sheath: PVC
Sheath colour:  Black
Conductor Capacity Capacity
Resistance Core/core Core/shield
Q/Km = 5% pF/mt pF/mt
75 460
Max rated Operative
Voltage Temperature
AC-V °C
49 -15/+70
Applications:

Flexible cable for sound reproduction and

electronics.

Characteristics:
Conductor:
Cond. Insulation:
Core colour:
Shield:

O.F.C. red copper

Compact PE

White

Spiral covering 100%

0O.F.C. red copper
C

Sheath: PV
Sheath colour:  Black
75 94
Max rated Operative
Voltage Temperature
AC-V °C
49 -15/+70
Applications:

Flexible cables with individually shielded cores
for sound reproduction and electronics.

Characteristics:
Conductors:
Cond. Insulation:
Core colours:

O.F.C. red copper

PVC

Black, White, Red, Yellow,

Green

Shields: Spiral covering 100%
0O.F.C. red copper
Sheath: PVC
Sheath colour:  Black
130 150 290
130 150 290
130 150 370
Max rated Operative
Voltage Temperature
AC-V °C
49 -15/+70




